MATERIAL USED

SECURITY VALVE

FREE TYPE FOR: AIR, GAS, STEAM

TYPE 1/4” gas N.T.

TECHNICAL DATA

-D. N.: 1/4" gas
- P. N.: 25 bar

- Hole diameter: 6 mm

- Hole area: 28.26 mm2

- Fluid type: air, gas, steam

- Working temperature:

HNBR
NBR
VITON

-30°C + 150°C
-10°C + 90°C
-10°C + 200°C

EPDM —40°C + 150°C
- Pressure range: from 0.5 tc

(o
a — Body valve: CW614N UNI EN 12164 (d
b — Rubber gasket: HNBR - NBR —VITON- EPDM s
¢ - Shutter: CW614N UNI EN 12164 i 2 (@
d - Regolation screw: 11SMnPb37 UNI EN 10277- Z '
e — Spring: UNI EN 10270-1 DH / - ®
UNI EN 10270-3 1.4310 NS B
f —Pin : UNI EN 10263-2 —@
g — Nut: 11SMnPb37 UNI EN 10277-3 4]
h - Ring : UNI EN 10270-1 SM (on demand) 1 Ny ©
— ®
1/4 la)
DISCHARGE FLOW RATE
bar | |/min bar | /min bar I /min
1 259 7 1680 13 2925
2 518 8 1895 14 3131
3 777 9 2101 15 3338
4 1038 10 2307 16 3543
5 1252 11 2513 17 3749
6 1466 12 2719 18 3955

Bar
0:5
6:12
13:18

Tipo
NT1
NT2
NT3

WITHOUT RING

E

The materials used are suitable to work at the aforestating working conditions and with the mentioned fluids.
The mechanical blocking of the setting is obtained by the tightening of the nut (9).
Any application made on the ring jeapardizes the functioning of the valve
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